Masonry wall to

40mm or 60mm BrickPlus panel
bonded to masonry wall with 5mm
polymer enhanced adhesive. All
joints pointed with lime based mortar.

manufacturers
design and detail

If wall has cavity and weepholes
then BrickPlus should match/align
with these to maintain air circulation
and moisture release.

—.w— Typical cross section of StonePlus
head bedded into position using
5mm Polymer Enhanced Adhesive.

Expanding sealing tape.
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Typical cross section of StonePlus
cill bedded into position using
Polymer Enhanced Adhesive.

40mm or 60mm BrickPlus panel

bonded to masonry wall with 5mm

polymer enhanced adhesive. All
joints pointed with lime based mortar.
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The information on this drawing is given in strict confidence, and remains the property of Monolith Brick & Stone Limited

No unauthorised copying or re-distribution is permitted.

Where drawings are project specific, the quantities, dimensions, and details of our products are estimated based upon

information provided by the client.

Monolith Brick & Stone Ltd. will not, under any circumstances be liable for any inaccuracies in the supplied drawings,
specifications and/or quantities. These should be verified by the client, or an appropriate agent as no guarantee as to the

suitability for the project is offered.

This should be read in conjunction with our standard Terms & Conditions available on request or from www.monolith.build
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