Recommendations:

- All BrickPlus and StonePlus 3m
above external ground level to
have proprietary resin anchored
fixings.

- All continuous lengths of
BrickPlus and StonePlus to have
10mm movement/expansion joints
every 7.5 to 9m. Please refer to
drawing C-00468 for details.

SIPS panel

SIPS panel

40mm or 60mm BrickPlus panel
bonded to CPB with 5mm polymer
enhanced adhesive. All joints
pointed with lime based mortar.

BrickPlus & StonePlus fixed to Cement
Bonded Particle Board with minimum
50mm cavity formed by tanalised vertical
timber battens; fixed over breather
membrane on SIPS wall.

Cavity tray above StonePlus head. Breather
membrane lapped over cavity tray from above
and under tray from below.

Weepholes in brick at minimum 450mm
intervals or at least 2 per window.

Typical cross section of StonePlus
head bedded into position using
Polymer Enhanced Adhesive.

Breather membrane lapped and sealed
over DPC to window opening.

Proprietary cavity closer.

Expanding sealing tape.

Proprietary cavity closer.

DPC layer to all enclosed surfaces.

Typical cross section of StonePlus
cill bedded into position using
Polymer Enhanced Adhesive.

40mm or 60mm BrickPlus panel
bonded to CPB with 5mm polymer
enhanced adhesive. All joints
pointed with lime based mortar.

Panel fixed to Cement Bonded
Particle Board with minimum 50mm
cavity formed by tanalised vertical
timber battens; fixed over breather
membrane on SIPS wall.
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